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1.0 INTRODUCTION 1.  1.0     INTRODUCTION 

 
  

 
La situation hydrologique du bassin du Niger au 
cours du mois de mai a été caractérisée par le 
début de la montée des eaux dans le bassin due à 
l’installation progressive de la saison hivernale. 
Ceci est également dû à l’influence des lâchers 
des barrages existants sur les stations aval. 
 
La vidange des retenues des barrages de Sélingué 
au Mali, Kainji et Jebba au Nigeria se poursuit. 
L’analyse des écoulements dans les quatre sous-
bassins a été faite à partir des données 
enregistrées aux stations hydrométriques de : 
Koulikoro (Mali) pour le Niger Supérieur,  Diré 
(Mali) pour le Delta Intérieur, Niamey 
(Niger) pour le Niger Moyen et Lokoja (Nigeria) 
pour le Niger Inférieur (figure 1).  
 
Les figures 2 à 5 montrent les hydrogrammes 
comparés pour les années hydrologiques 
2016/2017, 2015/2016, 2014/2015 et 2013/2014 
ainsi que les moyennes statistiques et les 
quinquennales sèches au niveau des stations de 
référence.  

La figure 6 illustre le niveau de déstockage du 
barrage de Kainji au Nigeria. 

Les tableaux 1 et 2 montrent respectivement le 
volume cumulé du 1er juin 2016 au 31 mai 2017 
pour quelques années de références avec la 
moyenne statistique et la quinquennale sèche 
ainsi que les données caractéristiques mensuelles 
de quelques stations hydrométriques du réseau 
d’observations.  

 

Les données utilisées pour l’analyse proviennent 
du réseau d’observation hydrométrique suivi par 
les Services Hydrologiques des pays membres et 
les agences de gestion des barrages de Sélingué, 
Kainji et Jebba dans le cadre des activités 
hydrologiques de l’ABN sur le fleuve Niger. 

  
The hydrological situation in the Niger basin during 
the month of Mai was characterized by the 
beginning of an increase in flow as a result of 
progressive installation of rainy season. It was also 
as a result of release from existing dams to the 
downstream stations.  
 
The reservoir water releases from Selingue Dam in 
Mali as well as Kainji and Jebba Dams in Nigeria is 
ongoing. The flow analysis situation was carried 
out on the four sub-catchments basin using the 
data recorded from the reference gauging stations 
which are: Upper Niger at Koulikoro (Mali), Inland 
Delta at Dire (Mali), Middle Niger in Niamey 
(Niger) and Lower Niger at Lokoja (Nigeria) as 
shown in figure 1. 
 
Figures 2 to 5 show the comparative hydrographs 
for hydrological years 2016/2017, 2015/2016, 
2014/2015 and  2013/2014 as well as the five-year 
dry return period and the statistical mean at the 
references stations.  
 
Figure 6 show the evolution of the reservoir water 
level at Kainji Dam in Nigeria. 
 
Tables 1 and 2 show respectively the cumulative 
volume from 1st of June 2016 to 31st of Mai 2017 
for some reference stations with the statistical 
mean and the five year dry period as well as the 
characteristics data of some hydrometric 
monitoring network stations. 
 
 
Data used for analysis are from hydrometric 
observing network monitored by National 
Hydrological Services of member countries and 
Dams management authorities of Selingue, Kainji 
and Jebba under the framework of hydrological 
activities of NBA along river Niger. 
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FIG.1 : Carte de localisations des stations du réseau NIGER-HYCOS/ 
             Map of Hydrological Network Stations of the Niger-HYCOS  
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2.0   ANALYSE DES ECOULEMENTS  2.0 DETAILED FLOW ANALYSES  

 

2.1 Le Niger Supérieur 

 
A la station de Koulikoro représentative du 
Niger supérieur, la situation hydrologique 
durant le mois de mai 2017 a été caractérisée 
par une légère montée en dents de scie des 
eaux due  à un début d’installation de la saison 
hivernale et le soutien du barrage de Sélingué 
en amont. 
 
Le débit maximum journalier du mois  est de 
219 m3/s observé le 28 mai 2017 et le débit 
minimum de 63 m3/s a été observé le 12 mai 
2017. Le débit moyen mensuel qui a transité à 
la station était de 122 m3/s  correspondant à un 
volume mensuel de 326,76 millions de m3 
(tableau 2). 
 
Le volume d’eau total  écoulé à Koulikoro du 1er 
juin 2016 au 31 mai 2017 est de 30,75 milliards 
de m3. Ce volume est inférieur à ceux  des 
années (2015/2016),  à celui de 2013/2014 et à 
la moyenne statistique qui sont respectivement 
de 31,61 ; 34,08 et 40,43 milliards de m3, mais il  
reste  supérieur à celui de la quinquennale 
sèche qui est de 28,78  milliards de  m3 (figure 2, 
tableau 1). 

  

 

2.1 The Upper Niger  

 
At koulikoro station representing the Upper Niger basin, 
the hydrological situation during the month of Mai 2017 
was characterized by a slight increase in water level as a 
result of progressive installation of rainy season and the 
releases from Selingue Dam upstream. 

 
 
 
The maximum daily flow of 219 m3/s was observed on the 
28th of Mai, 2017 and the minimum flow of 63 m3/s was 
observed on the 12 of Mai, 2017. The monthly mean flow 
which passed across the station was of 122 m3/s 
corresponding to a monthly volume of 326.76 million m3 
(table 2). 
 
 
The total volume of water that flows at Koulikoro from 1st 
of June 2016 to 31st of Mai 2017 was 30.75 billion m3. 
This volume is lower than that of the  year (2015/2016) 
the year 2013/2014 and that of the statistics mean during 
the same period which are respectively 31.61; 34,08 and 
40.43 billion m3, but remained higher than that of the 
five-year dry return period which was 28.78 billion  m3 ( 
figure 2, table 1). 
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Fig. 2:   HYDROGRAMMES COMPARES  A KOULIKORO / COMPARATIVE HYDROGRAPHS AT KOULIKORO (MALI)
Niger Supérieur/ Upper Niger

Moyonne /Maen Quinquennale sèche/Five years dry return period 2013/14 2014/2015 2015/16 2016/17
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2.2  Le Delta Intérieur 2.2 The Inland Delta 

 
A la station de Diré représentative du Delta 
Intérieur, la situation hydrologique durant le mois 
de mai 2017 a été caractérisée par une légère 
montée des eaux due à un début d’installation de 
la saison hivernale. 
 
Le débit maximum journalier du mois est de 44 
m3/s observé le 31 mai  2017 et le débit minimum 
de 22 m3/s a été observé le 9 mai 2017. Le débit 
moyen mensuel qui a transité à la station de Diré 
était de 32 m3/s correspondant à un volume 
mensuel de 85,71 million de m3 (tableau 2). 
 
Le volume d’eau total écoulé à la station de Diré du 
1er juin 2016 au 31 mai 2017 est de 29,70 milliards 
de m3. Ce volume est resté supérieur à la 
quinquennale sèche et à ceux des années de 
comparaison 2015/2016, 2014/2015 et 2013/2014 
qui sont respectivement de 21,12 ; 28,04 ; 23,48 et 
25,85 milliards de m3, mais il reste inférieur à celui 
de la moyenne statistique qui est de 30,53 milliards 
de m3. Cette situation s’explique par la bonne 
hydraulicité enregistrée pendant l’hivernage 2016 
dans le haut bassin du Niger et en particulier au 
niveau de l’affluent principale du Niger dans cette 
zone qu’est le Bani. (figure 3, tableau 1). 

 
At Dire station representing the Inner Delta, the 
hydrological situation during the month of Mai 2017 
was characterized by a slight increase in water level as 
a result of progressive installation of rainy season.  
 
 
The maximum daily flow of 44 m3/s was observed on 
the 31st of Mai, 2017 and the minimum flow of 22 m3/s 
was observed on the 9th of Mai, 2017. The monthly 
mean flow which passed across Dire station was 32 
m3/s corresponding to a monthly volume of 85.71 
million m3 (table 2).  
 
The total volume of water that flows at Dire station 
from 1st of June 2016 to 31st of Mai 2017 was 29.70 
billion m3. This volume was higher than that of the five 
year dry return period and  that of the  years under 
comparison 2015/2016,  2014/2015 and 2013/2014 
during the same periods which are respectively 21.12; 
28.04; 23.48 and 25.85 billion m3, but remain lower 
than that of the statistical mean which was 30.53 
billion m3. This situation can be explained as a result of 
better flow conditions recorded during the 2016 
raining season in the Upper Niger Basin and in 
particular in  the main tributary of the river Niger 
known as Bani river. (Figure 3, table 1). 
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Fig. 3:   HYDROGRAMMES COMPARES  A DIRE / COMPARATIVE HYDROGRAPHS AT DIRE (MALI)         
Delta Intérieur/Inland Delta

Moyenne/Mean Quinquennale sèche/ five years dry return period 2013/14 2014/15 2015/16 2016/17
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2.3 Le Niger Moyen 2.3 The  Middle Niger 

 
A la station de Niamey représentative du Niger 
Moyen, la situation hydrologique durant le 
mois de mai 2017 a été caractérisée par  
l’enregistrement de la première onde de crue  
locale 292 m3/s,  le 12 mai 2017 provoquée par 
l’affluents principale de la rive droite (la Sirba)  
qui a amorcé un début d’écoulement depuis le 
06 mai 2017 à cause du début de la saison 
hivernale. 
 
Le débit maximum journalier du mois est de 
292 m3/s observé le 12 mai 2017 et le débit 
minimum de 61 m3/s a été observé le 31 mai 
2017. Le débit moyen mensuel qui a transité à 
la station de Niamey était de 107 m3/s 
correspondant à un volume mensuel de 286,59 
millions de m3 (tableau 2). 
 
Le volume d’eau total écoulé à la station de 
Niamey du 1er juin 2016 au 31 mai 2017 est de 
33,42 milliards de m3. Ce volume est resté 
supérieur à la moyenne statistique, à la 
quinquennale sèche et  à ceux  des années 
2015/2016 et  2014/2015 pendant la même 
période qui sont respectivement de 26,81 ; 
18,72 ; 27,35 et 23,72 milliards de  m3. (figure 4 
et tableau 1). 

 
At Niamey station representing the Middle Niger, the 
hydrological situation during the month of Mai 2017 
was characterized by the record of the first peak of 
flow 292 m3/s, on the 12th of Mai 2017 due to local 
flow recorded by the main right river bank tributary 
of river Niger (Sirba) which has started flowing into 
river Niger since 6th of Mai 2017 as a result of the 
beginning of rainy season.  
 
 
The maximum daily flow of 292 m3/s was observed on 
the 12th of Mai, 2017 and the minimum flow of 61 
m3/s was observed on the 301st of Mai, 2017. The 
monthly mean flow which passed across Niamey 
station was 107 m3/s corresponding to a monthly 
volume of 286.59 million m3 (table 2).  
 
 
The total volume of water that flows at Niamey from 
1st of June 2016 to 31st of Mai 2017 was 33.42 billion 
m3. This volume was higher than that of the statistics 
mean, the five year dry return period and that of the  
years 2015/2016 and 2014/2015 during the same 
periods which are respectively 26.81; 18.72 ; 27.35 
and 23.72 billion m3. (Figure 4 and table 1). 
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2.4 Le Niger Inférieur 2.4 The Lower Niger Basin  

 
A la station de Lokoja représentative du Niger 
Inférieur, la situation hydrologique durant le mois 
de mai 2017 a été caractérisée par un début de 
montée des eaux due à l’installation progressive 
de la saison des pluies, mais également à 
l’influence des lâchers des barrages de Kainji, 
Jebba et Shiroro en amont. 
 
Le débit maximum journalier du mois est de 3612 
m3/s  observé le 31 mai 2017 et le débit minimum 
de 2796 m3/s a été observé le 1er mai 2017. Le 
débit moyen mensuel qui a transité à la station de 
Lokoja était de 3333 m3/s correspondant à un 
volume mensuel de 8,93 milliards de m3 (tableau 
2). 
 
Le volume d’eau total  écoulé à la station de 
Lokoja du 1er juin 2016 au 31 mai 2017 est de 
229,48 milliards de m3. Ce volume est resté 
supérieur à la moyenne statistique, à la 

 
At Lokoja station representing the Lower Niger, 
the hydrological situation during the month of 
Mai 2017 was characterized by the beginning of 
rise in flow as a result progressive installation of 
rainy season, but also as a result of releases from 
Kainji, Jebba and Shiroro Dams upstream.  
 
 
The maximum daily flow of 3612 m3/s was 
observed on the 31st of Mai, 2017 and the 
minimum flow of 2796 m3/s was observed on the 
1st of Mai, 2017. The monthly mean flow which 
passed across Lokoja station was 3333 m3/s 
corresponding to a monthly volume of 8.93 billion 
m3 (table 2).  
 
The total volume of water that flows at Lokoja 
from 1st of June 2016 to 31st of Mai 2017 was 
229.48 billion m3. This volume was higher than 
that of the statistics mean, the five year dry return 
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Fig. 4:   HYDROGRAMMES COMPARES A NIAMEY / COMPARATIVE HYDROGRAPHS AT NIAMEY(NIGER)    Niger Moyen/Middle Niger
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quinquennale sèche et  à celui des années 
2015/2016 et 2013/2014 pendant la même 
période qui sont respectivement de 177,22, 
136,92 ; 191,12 et 182,50 milliards de  m3. (figure 
5 et tableau 1). 
 

period and that the  years 2015/2016 and 
2013/2014 during the same period which are 
respectively 177.22; 136.92; 191.12 and 182.50 
billion m3. (Figure 5 and table 1). 
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Fig 5: COMPARATIVE HYDROGRAPHS AT LOKOJA / HYDROGRAMMES COMPARES A LOKOJA (NIGERIA)
Niger Inférieur / Lower Niger
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Fig.6:  Niveau du plan d'eau au Barrage de Kainji /Reservoir Water Level at Kainji Dam (Nigeria)
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3.0  bL±9!¦ 5Ω9!¦· 59{ .!ww!D9{ 3.0  RESERVOIRS WATER LEVELS 

 

3.1  Barrage de Kainji 

 
Les  lâchers  du barrage de Kainji ont commencé 
depuis la dernière décade de  février 2017 et s’est  
poursuivi  jusqu’au 31 mai 2017 pour soutenir les 
étiages en aval. 
 
Durant ce mois  de mai 2017, une cote  maximale de 
136.38 m a été observée le 1er mai 2017 et une cote 
minimale de 133,83 m le 31 mai 2017. La côte de la 
retenue normale du barrage de Kainji est de 141.73 
m (Figure 6). 

 
 

 

3.1 Kainji Dam Reservoir 

 
The releases of Kainji dam have started during the last 
decade of February 2017 and continued up to 31st of 
Mai 2017 to sustain the low flow downstream.  

 
 
During this month of Mai 2017, the maximum height of 
136.38 m was observed on the 1st of Mai 2017 and the 
minimum height of 133.83 m on the 31st of Mai 2017. 
The normal height of Kainji reservoir was fixed at 
141.73 m. (See Figure 6). 
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4. CONCLUSION 1.  4. CONCLUSION 

 
  

 

La situation hydrologique durant le mois de 
mai 2017 a été caractérisée par un début de 
montée des eaux dans l’ensemble du bassin 
du Niger due à l’installation progressive de la 
saison des pluies. Ceci est également dû à 
l’influence des lâchers des barrages de 
Sélingué, Kainji, Jebba et Shiroro sur les 
stations aval. 
 
La vidange des retenues des barrages de 
Kainji au Nigeria se poursuit lentement pour 
soutenir les écoulements en aval. 
 
Des bulletins de prévisions et des notes 
techniques sur les écoulements du fleuve 
seront régulièrement publiés sur le site web 
de l’ABN,  pour apporter d’autres  précisions 
sur la situation. 

  
The flow situation from during this month of 
Mai 2017 was characterized by the beginning 
of increase in flow in the entire Niger Basin as 
a result of progressive installation of rainy 
season.  This was also as a result of releases 
from Selingue, Kainji, Jebba and Shiroro Dams 
on the downstream stations. 
 
 
Reservoir water releases from Kainji Dams in 
Nigeria is ongoing to sustain the flow 
downstream. 

 
 
The forecast bulletins and the technical note 
on the flow of river will be regularly published 
both on the NBA websites which will provide 
further details on the hydrological situation. 

 

    
Ce bulletin peut être consulté sur le site 
Web : http://nigerhycos.abn.ne and 
www.abn.ne.  

  
This bulletin can also be found at the 
following websites: 
http://nigerhycos.abn.ne 
and www.abn.ne. 
 

    
Pour plus d’information techniques contacter 
la coordination du suivi hydrologique :  
Á Bréhima COULIBALY/b.coulibaly@abn.ne; 
Á Bachir TANIMOUN/balkaly@abn.ne ; 

Á secretariat.abn@gmail.com; 

Á Alio ABDOULAYE/alioabda@yahoo.fr   

BP.729, Niamey, République du Niger. Tél.: 
(227) 20 31 50 13, Fax : (227) 20 72 42 09. 

 

  
For your comments and suggestions please 
contact the hydrological monitoring  
coordination: 
Á Bréhima COULIBALY/b.coulibaly@abn.ne ; 
Á Bachir TANIMOUN/balkaly@abn.ne ; 

Á secretariat.abn@gmail.com; 

Á Alio ABDOULAYE/alioabda@yahoo.fr  

BP.729, Niamey, Niger Republic. Tel :( 227) 20 
31 50 13, Fax: (227) 20 72 42 09. 
 

 

 

 

 

 

 

http://hycos.abn.ne/
http://www.abn.ne/
http://nigerhycos.abn.ne/
http://www.abn.ne/
mailto:b.coulibaly@abn.ne
mailto:secretariat.abn@gmail.com
mailto:b.coulibaly@abn.ne
mailto:secretariat.abn@gmail.com


 

12 

Tableau 1: Volumes cumulés du 1
er
 juin 2016 au 31 Mai 2017/ Cumulative 

Volume  from 1
st
 June 2016 to 31

st
  Mai 2017.  

 

STATIONS ANNEE/YEAR VOL CUM  

(10
9
m3) 

NIGER 

SUPERIEUR/ 
 UPPER NIGER 

(KOULIKORO)  

2016/17 30,75 

2015/16 31,61  

2013/14 34,08 

Quinquennale Sèche/Five-year dry 28,78 

Moyenne/Mean  40,43 

DELTA 

INTERIEUR/ INLAND 

DELTA  

 (DIRE)  

 

2016/17 29,70 

2015/16 28,03 

2013/14 25,85 

Quinquennale Sèche/Five-year dry 21,12 

Moyenne/Mean  30,53 

NIGER MOYEN/  
MIDDLE NIGER  

(NIAMEY)  

2016/17 33,42 

2015/16 27,35 

2013/14 26,90 

Quinquennale Sèche/Five-year dry 18,72 

Moyenne/Mean  26,81 

NIGER INFERIEUR/ 
LOWER NIGER  

(LOKOJA)  

2016/17 229,48 

2015/16 191,12 

2013/14 182,50 

Quinquennale Sèche/Five-year dry 136,92 

Moyenne/Mean  177,22 

 

Tableau 2 : Données caractéristiques de quelques stations  pour l’année hydrologique 

2016- 2017/ Flow Characteristics of some stations for hydrological year 2016- 2017.  
 

Cours dôeau/River Station/Pays  
H(cm) 

 
Q(m3/s) 

 
Date 

 

Niger Koulikoro / MALI 

 

Maximum 78.2 219  28/05/2017 

Minimum 12.0 63 12/05/2017 

Moyenne 41 122  
 

DELTA INTERIEUR  / INLAND DELTA  
 

Niger Nantaka/MALI Maximum 75         77.70 08/05/2017 

Minimum 40      32 23/05/2017 

Moyenne 58        55.0  

Niger Diré/MALI 

 

 

Maximum 39 44 31/05/2017 

Minimum 23 22 09/05/2017 

Moyenne 31 32  

NIGER MOYEN  / MIDDLE  NIGER 
 

Niger Ansongo/ MALI 

 
Maximum 84 93.93 01/05/2017 

Minimum 68 45.2 29/05/2017 

Moyenne 76 69.56  

Sirba Garbey Kourou/ 

NIGER 
Maximum 242 142.77 11/05/2017 

Minimum 0 0 01/05/2017 

Moyenne 121 71,38  
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Cours dôeau/River Station/Pays  
H(cm) 

 
Q(m3/s) 

 
Date 

 

Niger Niamey/ NIGER Maximum 259 292 12/05/2017 

Minimum 151 61 31/05/2017 

Moyenne 178 107  

NIGER INFERIEUR/LOWER NIGER  

 Niger  Kainji Dam/ NIGERIA 

 

Maximum 136.38  01/05/2017 

Minimum 133.83  31/05/2017 

Moyenne 134.98   

Niger Lokoja / NIGERIA Maximum 337.5 3612 31/05/2017 

Minimum 290.0 2796 1/05/2017 

Moyenne 322.0 3333  

 


